Contréleurs DMX, dispatching & dimmer packs / Light contro
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DMX

3kg.

318 x 165 x 96mm.

-4 X 5A
- 2 modes de pilotage (3 230V - 50Hz
- DMX 512 Sy

- Analogique 0 - 10 v
- Prises francaises E1000 aussi disponible en
version prise VDE Shuko

- 4 x 5 ADimmer Pack
- 2 operating modes : DMX 512 or analogic 0 - 10 v
- French plugs with cap E1000, also available

with VDE shuko plugs version

NICOLT]

= -4x5A - 4 x 5 Dimmer Bar
et 5,7kg. - 6 modes opérationnels - 6 operating modes
= . - 16 programmes de chaser - 16 built-in programs
- Réglage de fade Time - Fade time control
lmm_ 1320 x 60 x 80mm. - Pﬁlotage DIYD(_ 512 - DMX512 operating mode
- Pilotage midi - MIDI operating mode
- Mode audio - Audio Mode
- (3 230V - 50Hz - Prises frangaises E.1 000,.aussi - French plugs with cap E1000
Bonos disponible en version prise also available with VDE shuko
VDE Shuko plugs version
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|mm.
(SP 230V ~ 50Hz

supply

. . 225 x 135 x 67mm.
- 4 sorties de 1.25 A sur prises X153 X 6rmm

francaises capotées E1000
- Mode audio ou mode Chaser
- Réglage de vitesse
- Accepte charge Résistive et Inductive
- LED indicatrices de l’état du canal

- 4 French output sockets 1.25 A

- Chase or Audio Mode

- Speed control

- Resistive and inductive load/channel

- 4 Leds provide steady control over the outputs.
- French plugs with cap E1000






