
Le satellite CXT 10 est une enceinte passive 2 voies dédiée à l’installation 
fixe dans les bars, discothèques, salle de sports, rappels. L’utilisation d’un 
haut parleur 26 cm et d’un moteur 1’’ en technologie coaxial permet
d’obtenir de fortes puissances sans agressivité. Ses multiples points de 
fixation permettent de l’installer horizontalement ou verticalement.

- LF : 1 x 26 cm  - HF : 1 x moteur 1’’ en montage coaxial - Rendement : 95 dB (1)  
- SPL MAX mesuré (sur amplis max) : 116 dB - Puissance RMS standard : 175 W  
- Impédance : 8 Ω nominal - Fréquence utile (-6 dB) : 80 Hz- 20 KHz  
- Directivité nominale : 70° conique 
- Accessoires : 1 embase C36H8 et 2 embase pas M10/20 interchangeable 
- 3 inserts M6 sur le dessus + 1 en face arrière 
- Connecteurs : 2 speakon Neutrik 4 broches + interrupteur 1+1-/2+2-
- Fabriqué en France

ENCEINTE D’INSTALLATION PASSIVE 2 VOIES

Le CXT 15B est un caisson de basse permettant d’étendre la bande passante 
de la CXT 10 jusqu’à 50 HZ. Sa forme trapézoïdale arrière permet de l’intégrer 
facilement et discrètement dans toutes installations. Il est équipé de série du 
système de filtrage à technologie RPX afin de permettre l’installation de deux 
caissons et deux satellites avec un seul et même amplificateur.

- LF : 1 x 38 cm longue excursion - Rendement : LF : 101 dB (1) 
- SPL MAX mesuré (sur amplis max) LF : 126 dB 
- Puissance RMS standard : LF : 275 W - Impédance : 8 Ω nominal 
- Fréquence utile (-6 dB) 50 Hz– 150 Hz avec filtre RPX enclenché 
- Directivité nominale : omnidirectionnelle 
- Accessoires : 1 embase C36H8 sur le dessus 
- Connecteurs: 2 speakon Neutrick 4 broches + 1 speakon Neutrik 
  4 points pour RPX 
- Fabriqué en France

CAISSON DE BASSES D’INSTALLATION 1 X 38CM COMPACT

The CXT 15B is a compact bass cabinet which improves the bandwidth of 
the passive compact CXT 10 down to 50 Hz. It’s trapezoidal shape at the 
rear allows to integrate easily in tough environnements. The built in RPX 
passive crossover allows easy and enhanced audio performance in active 
or passive mode. You will be able to use 2 x CXT 10 and 2 x CXT 15B on 
one single amplifier without active crossover.

- LF 1 x 15’’ wide excursion - Sensitivity: 101 dB (1) 
- Max measured SPL: 126 dB - RMS power rating: 275 W 
- Impedance 8 Ω 
- Frequency range (-6 dB): 50 Hz– 150 Hz with built in RPX on 
- Nominal coverage : omnidirectional 
- Pole mount socket : 1 x C36H8 
- Connectors : 2 x Speakon Neutrik NL4MP + 1 x Speakon 
  Neutrik NL4MP for RPX 
- Made in France

COMPACT SINGLE 15’’ INSTALLATION BASS CABINET

HORTUS AUDIO CONTRACT Series CXT 10 is designed for PA and fixed installation 
in bar, pub, discotheque, delay. The used of a 10’’ speaker with a 1’’ driver 
coaxial mounting allows an high power response and a great intilligibility in a 
compact size. With is multiririgging point, it’s very easy to ring it in horizontal 
or vertical position.

- LF : 1 x 10’’  - HF : 1 x 1’’ driver coaxial mounting  - Sensitivity : 95 dB (1) 
- Max measured SPL : 116 dB  - RMS power rating : 175 W  - Impedance : 8 Ω
- Frequency range (-6 dB) : 80 Hz- 20 KHz - Nominal coverage : 70° conical 
- Rigging system : 1 C36H8 stand socket + 2 M10/20 stand socket interchangeable 
- 3 x M6 internal fixings on the top + 1 on the back 
- Connectors : 2 NL4MP Neutrik speakon + switch 1+1-/2+2-
- Made in France

COMPACT INSTALLATION SPEAKER
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Le CXT 15B est un caisson de basse permettant d’étendre la bande passante 
de la CXT 10 jusqu’à 50 HZ. Sa forme trapézoïdale arrière permet de l’intégrer 
facilement et discrètement dans toutes installations. Il est équipé de série du 
système de filtrage à technologie RPX afin de permettre l’installation de deux 

- LF : 1 x 38 cm longue excursion - Rendement : LF : 101 dB (1) 

- Puissance RMS standard : LF : 275 W - Impédance : 8 Ω nominal 
- Fréquence utile (-6 dB) 50 Hz– 150 Hz avec filtre RPX enclenché 

- Connecteurs: 2 speakon Neutrick 4 broches + 1 speakon Neutrik 

The CXT 15B is a compact bass cabinet which improves the bandwidth of 
the passive compact CXT 10 down to 50 Hz. It’s trapezoidal shape at the 
rear allows to integrate easily in tough environnements. The built in RPX 
passive crossover allows easy and enhanced audio performance in active 
or passive mode. You will be able to use 2 x CXT 10 and 2 x CXT 15B on 
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