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About Audac : 
 
AUDAC provides a complete range of audio equipment such as amplifiers, loudspeakers, microphones, conference microphones and much more.  

FEATURES :

APPLICATIONS :
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AUDAC

Gooseneck Microphone
CMX45/55

FEATURES :

APPLICATIONS :

Perfect for conferences, church services and
Seminars.

Small, elegant, electret gooseneck micro-
phone

XLR connections

Supplied with black pop shield

PRODUCT FEATURES :
Polar pattern cardioid
Length
    CMX45
    CMX55

454 mm
554 mm

Connection XLR 3 pin

SYSTEM SPECIFICATIONS :
Sensitivity: - 44 dB +/-3dB at 1KhZ
Output impedance: 2K Ohm max (RL=2.2K Ohm) at 1Khz
Frequency range: 150Hz - 20Khz
Max. Input S.P.L. : 120dB SPL
Current Consumption : 500 µA.
S/N Ratio : 58dB min. (at 1KHz/Pa)

CMX 45

CMX 45

CMX 55

Small, elegant, electret gooseneck microphone. Perfect for high-quality repro-
duction of speech and therefore suitable for conferences, church services and 
seminars. The cardioid polar pattern ensures microphone insensitivity to avoid 
feedback. The connexions are balanced on XLR connectors for Mic energizing 
power supply of 9 to 52 Volt. This microphone is standard supplied with a black 
pop shield.”  Available in 2 lengths: CMX55: 55 cm and CMX45 : 45 cm

Small and elegant electret gooseneck microphone. Perfect for good reproduc-
tion of speech and therefore suitable for conferences, church services and
seminars. The cardioid polar pattern ensures microphone insensitivity to avoid
feedback. The connections are balanced on XLR connectors for Mic energizing
power supply of 9 to 52 Volt. This microphone is standard supplied with a
black pop shield.”  Available in 2 lengths: CMX55: 55 cm and CMX45 : 45 cm.

CMX 55


