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About Audac : 
 
AUDAC provides a complete range of audio equipment such as amplifiers, loudspeakers, microphones, conference microphones and much more.  

FEATURES :

APPLICATIONS :
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Subwoofer  System
408ASX

Mounting Bracket for SX408A

MBK408

The newest member in the SX series
family is the SX408A active subwoofer.
This subwoofer, with its own built-in
amplifier of a merely 150W and a well
constructed 8” subwoofer, is capable
of producing an incredibly powerful and
clear bass sound. The very narrow
design makes it suitable for unobtrusive
installation on the ground and makes
it very easy to hide away. The optional
MBK408 wall bracket provides the pos-
sibility to install the SX408A on almost
any wall.

SX108A front

SX108A rear



FEATURES :

APPLICATIONS :

For a period of 2 years, starting from the original date of purchase, Audac products are covered against defects in workmanship or materials. 
The defective item will be repaired or replaced at the option of Audac, with no charge for materials or labour. You have to adequately pack 
up and dispatch the item prepaid to an Audac authorized distributor/service centre. Unauthorized repair shall void the warranty. Cosmetics 
and finish are not covered by this Audac warranty. The warranty is also voided if, in Audac’s opinion, the items have failed due to user abuse, 
accidents, modifications or any type of misuse.
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Subwoofer  System
408A

PRODUCT FEATURES :
SX408A

RMS Power 150 W

Max Power 300 W

Impedance 6 Ohm

Crossover frequency 50 Hz - 250 Hz

Crossover network Active built-in

Power Supply 240 V AC - 50/60 Hz

Drivers 8”

Connectors XLR

Construction Plywood with textured polyurethane black coating

Colour Black

Dimensions (WxHxD) 250 x 420 x 705 mm

Weight 22,5 Kg
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