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About Audac : 
 
AUDAC provides a complete range of audio equipment such as amplifiers, loudspeakers, microphones, conference microphones and much more.  

FEATURES :

APPLICATIONS :
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SX12
The SX12 is a compact, light-weight 12” subwoofer-cabinet. 
It has an attractive anti-scratch painted enclosure. 
The use of a passive crossover filter makes it possible that a small 
PA-set can be driven by only one amplifier!
An ideal solution for upgrading your PX08 or PX10. 
Its built-in headbase makes it possible for combination with any 
mid-high speaker of your choice.
The stereo input is one 4-pole speakon connector combined with 2 
additional output connectors for mid - high drivers.

AUDAC

Subwoofer  System
12SX

High power touring, installed PA for clubs,
A/V, theater, broadcast, etc.

Perect stage monitoring for smaller clubs, pubs, 
A/V, theater, broadcast, etc.

SX12

Light-weight 12” subwoofer-cabinet

Passive crossover filter

Integral 35 mm pole mount that supports mid-high 
loudspeakers.



FEATURES :

APPLICATIONS :

For a period of 2 years, starting from the original date of purchase, Audac products are covered against defects in workmanship or materials. 
The defective item will be repaired or replaced at the option of Audac, with no charge for materials or labour. You have to adequately pack 
up and dispatch the item prepaid to an Audac authorized distributor/service centre. Unauthorized repair shall void the warranty. Cosmetics 
and finish are not covered by this Audac warranty. The warranty is also voided if, in Audac’s opinion, the items have failed due to user abuse, 
accidents, modifications or any type of misuse.
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SX415Subwoofer  System

AUDAC

subwoofer  system
12SX

PRODUCT FEATURES :
Drivers 2 x12” (dual coil)
Dimensions (BxHxD) 550 x 420 x 600 mm
Weight Net 32 kg
Connectors Speakon
Construction Plywood with textured polyurethane black coating
Fittings : Handles 2, integrated to cabinet
               front finish perforated steel grille
               Flying points /
Stand fittings built-in stand fitting, 35mm
Colour black
SYSTEM SPECIFICATIONS :
RMS Power 2 x 100W
Max Power 2 x 200W
Impedance 2 x 8 Ohm
Sound pressure 1W/1m 95 dB
Max Sound pressure 120 dB
Frequency response -3 db 45  - 200 Hz
                                  -10 db 42 -  250 Hz
Crossover freq. Passive - 150 Hz
Crossover network built-in

SYSTEM OPERATION:
Input 1 x 4 pole speakon
Output 2 x 2 pole speakon
SHIPPING & ORDERING :
Packaging carton box
Shipping weight and volume 35 kgr - 0.20 Cbm
Accessories speaker pole head base

 * AUDAC reserves the right to change specifications without notice: this is part of our policy to continually improve our products.


