
KOOLSOUND XA SERIES 

Imported in the Benelux by  
Pro Audio Trade bvba

XA-200

2-Channel power amplifier

Power @ 4 ohms: 2 x 120 Wrms• 
Power @ 8 ohms: 2 x 80 Wrms• 
Power @ 8 ohms bridge: 240 Wrms• 
Inputs: XLR / Jack / RCA• 
Outputs: Speakon / Binding-post• 
Distortion: < 0,05%• 
Protection against: overheating, short circuits, DC, exessive • 
input level and switching on/off
Fan cooled• 
Dimensions (W x D x H): 483 x 299 x 89 mm (2U)• 
Weight: 6,5 kg • 

(koo-xa200)

XA-300

2-Channel power amplifier

Power @ 4 ohms: 2 x 250 Wrms• 
Power @ 8 ohms: 2 x 170 Wrms• 
Power @ 8 ohms bridge: 450 Wrms• 
Inputs: XLR / Jack / RCA• 
Outputs: Speakon / Binding-post• 
Distortion: < 0,05%• 
Protection against: overheating, short circuits, DC, exessive • 
input level and switching on/off
Fan cooled• 
Dimensions (W x D x H): 483 x 299 x 89 mm (2U)• 
Weight: 7 kg • 

(koo-xa300)

XA-600

2-Channel power amplifier

Power @ 4 ohms: 2 x 450 Wrms• 
Power @ 8 ohms: 2 x 300 Wrms• 
Power @ 8 ohms bridge: 900 Wrms• 
Inputs: XLR / Jack / RCA• 
Outputs: Speakon / Binding-post• 
Distortion: < 0,1%• 
Protection against: overheating, short circuits, DC, exessive • 
input level and switching on/off
Fan cooled• 
Dimensions (W x D x H): 483 x 299 x 89 mm (2U)• 
Weight: 9 kg • 

(koo-xa600)



KOOLSOUND XA SERIES 

Imported in the Benelux by  
Pro Audio Trade bvba

XA-900

2-Channel power amplifier

Power @ 4 ohms: 2 x 600 Wrms• 
Power @ 8 ohms: 2 x 400 Wrms• 
Power @ 8 ohms bridge: 1200 Wrms• 
Inputs: XLR / Jack / RCA• 
Outputs: Speakon / Binding-post• 
Distortion: < 0,1%• 
Protection against: overheating, short circuits, DC, exessive • 
input level and switching on/off
Fan cooled• 
Dimensions (W x D x H): 483 x 299 x 89 mm (2U)• 
Weight: 10,5 kg • 

(koo-xa900)

XA-1200

2-Channel power amplifier

Power @ 4 ohms: 2 x 800 Wrms• 
Power @ 8 ohms: 2 x 550 Wrms• 
Power @ 8 ohms bridge: 1600 Wrms• 
Inputs: XLR / Jack / RCA• 
Outputs: Speakon / Binding-post• 
Distortion: < 0,1%• 
Protection against: overheating, short circuits, DC, exessive • 
input level and switching on/off
Fan cooled• 
Dimensions (W x D x H): 483 x 299 x 89 mm (2U)• 
Weight: 11,5 kg • 

(koo-xa1200)


