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:: Product Description

* DD Motor met extreem hoog startkoppel: 4,5kg/cm (5,1kg/cm peak)
* Extreem snelle start, regelbaar tussen 0,2 en 6 seconden 
* Extreem snelle stop, regelbaar tussen 0,2 en 6 seconden 
* Speciaal ontwikkeld chassis voor uiterst weinig terugkoppeling
* 3 snelheden: 33, 45, 78 RPM met quartz stabilisatie
* Voorzien van uiterst nauwkeurige optische snelheidsdetectoren
* 3 instelschalen voor snelheid: ±10%; ±20%; ±50%
* Voorwaarts/achterwaarts afspelen van de plaat
* 2 start/stop drukknoppen voor maximale flexibiliteit
* Onverslijtbare naaldverlichting met witte LED
* Phono/line schakelaar op de achterzijde
* Superieure metalen S-vormige arm voor scratching en clubmixing
* Hoogteregeling met degelijke vergrendeling
* Grote, regelbare voeten voor een perfecte stabiliteit 

:: Technical Information
Motor:            16 pole, 3phase, brushless DC motor
Driving Method:        Direct Drive
Starting Torque:        More than 4.5kg / cm
Starting Time:        0,20 ~ 6,00 seconds (adjustable) 
Braking Time:        0,20 ~ 6,00 seconds (adjustable electronic brake)
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Speed selection:        331/3 ~ 45 ~ 78 RPM
Speed adjustment:    +/-10% ~ +/-20% ~ +/-50%
Wow & Flutter:        less than 0,1% WRMS (JIS WTD)
Tone arm type:        Static balanced S-shaped tone arm.
Tracking Error angle:    Less than 3°
Cartridge weight:         13~18g.
Anti-skate range:        0~3g.
Power supply:        230V~ 50Hz.
Power consumption:    13Watts
Dimensions:        450 x 353 x 86mm (WxDxH)
Weight :            11kg.
 

:: Extra information and order codes
 Review in DJ GEAR
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