
Definitive optical style compressor
Lag free, distortion free optical attenuator system
Distortion less than 0.5% THD
Class A line level output amplifier
0 to 40 dB gain limiting

Audio professionals revere the LA-2A. The original was immediately acknowledged for 
its natural compression characteristics. A unique electro-optical attenuator system allows 
instantaneous gain reduction with no increase in harmonic distortion – an accomplishment at the 
time, still appreciated today. Painstaking care has been taken to ensure that every new LA-2A 
provides the performance and characteristics of the original. Each unit is hand built. The 
Teletronix LA-2A Classic Leveling Amplifier will bring the same transparent compression 
characteristics as the original to all of your recordings.

LA-2A
Classic Leveling Amplifier
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TELETRONIX
E N G I N E E R I N G  C O .

C L A S S I C S

!!
CAUTION / AVIS
RISK OF ELECTRIC SHOCK

DO NOT OPEN!
RISQUE DE CHOC ELECTRIQUE

NE PAS OUVRIR!

 POWER IN:
115V~ 50/60 Hz 400 mA
230V~ 50/60 Hz 200 mA

 FUSE RATING:
T 400 mA L 115V~
T 200 mA L 230V~

REPLACE FUSE WITH SAME
RATING AND TYPE ONLY!

C

ATTENTION: POUR REDUIRE LE RISQUE DU FEU 
OU DE CHOC ELECTRIQUE N' EXPOSEZ PAS CE 
PRODUIT A LA PLUIE OU A L'CHUMIDITE'

CAUTION: TO REDUCE THE RISK OF FIRE OR 
ELECTRICAL SHOCK DO NOT EXPOSE THIS 
PRODUCT TO RAIN OR MOISTURE
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Gain:
Input Level:

Output Level:
Attack Time:

Release Time:

Noise:

40 dB ± 1dB
+16 dB maximum
+10 dB nominal, +16 dB maximum
10 milliseconds
0.06 seconds for 50% release;
0.5 to 5 seconds for complete release
less than 75 dB below +10 dBm output level 

Technical Specifications (more at uaudio.com)


